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GENERAL NOTES MIXTURE REQUIREMENTS

THE THICKNESS OF BITUMINOUS MIXTURE SHOWN ON THE PLANS IS THE NOMINAL THICKNESS. LOCATION(S): BITUMINOUS SURFACE COURSE

DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS STXTURE USE(S): STTUMINOUS CONCRETE SURFACE COURSE,
OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH THE SUPERPAVE, MIX C, N30 1 NDE X OF S H EET S
BITUMINOUS MIXTURE IS PLACED. e AC/PCs PG64-22
RAPY (MAX): 10

FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED DESIGN AIR VOIDS: 4.07. 90 GYRATION SUPERPAVE DESICN SHT_NO., DQESCRIPTION
FOR THE BASIS OF FINAL QUANTITIES EXCEPT FOR 0C/QA OF BITUMINOUS MIXTURES: MIXTURE COMPOSITION: TL-9.5MM OR 1L 12.5MM 1 COVER SHEET |

ALL BITUMINOUS CONCRETE ~2.016 TONS/CU.YD. (GRADATION MIXTURE)

ALL AGGREGATE 5.05 TONS/CU.YD. FRICTION AGGREGATE: CSURFACE 2 m?gﬁg RSE%"EJEI;;AS&'("SERAL NOTES, STANDARDS,

BITUMINOUS MATERIALS: | '

~ ON PAVEMENT : " 0.09 GAL./SQ.YD. | ~ gg ?U“;‘I\ACAARY S%ET?BAZTITIES
ON AGGREGATE SURFACE 0.32 GAL./SQ.YD - - YPICAL N
| . . LOCATION(S: BTTUMINOUS CONCRETE BASE COURSE
AGGREGATE (PRIME COAT) 0.0015 TONS/SQ.YD. MIXTURE USE(S): STTUMINOUS CONCRETE BASE COURSE, SUPERPAVE 7 SCHEDULES OF QUANTITIES
* AC/PG: PG64-22 ‘, 8 BENCH MARKS AND TIE POINTS
THE CONTRACTOR SHALL STAMP STATIONING IN THE CONCRETE AND BITUMINOUS SURFACE AT RABT (MAX: =5 g INTERSECTION PLAN SHEET
300 FT. INTERVALS ON THE OUTSIDE EDGE OF PAVEMENT AND AS DIRECTED BY THE ENGINEER DESIGN AIR VOIDS: 507, 50 GYRATION SUPERPAVE DESIGN 10 PROFILE
USING EXISTING ENGLISH STATIONING. THE STATION SYMBOL STAMPS USED SHALL BE FURNISHED : MIXTURE COMPOSITION: BITUMINOUS BASE COURSE, SUPERPAVE ,
BY THE CONTRACTOR. THEY SHALL BE 5 1/2 IN. TALL OF A DESIGN APPROVED BY THE (GRADATION MIXTURE) 11 REMOVAL PLAN SHEET '
ENGINEER, AND SHALL REMAIN THE PROPERTY OF THE CONTRACTOR. | ERTCTION AGGREGATE: NONE 12 SUGGESTED STAGE CONSTRUCTION PLAN
| 13 EROSION CONTROL SHEET
zg%ﬁs ARE NO AVAILABLE WASTE SITES ON THE EXISTING RIGHT-OF-WAY WITHIN THE PROJECT 14 ROW PLAN SHEET
T LOCATION(S): BITUMINOUS SHOULDERS 15 GEOMETRICS SHEET

1€ BARS AND DOWEL BARS CONNECTING PROPOSED PCC PAVEMENT TO THE EXISTING MIXTURE USE(S): BITUMINOUS SHOULDERS: SUPERPAVE 16 JOINT PLAN SHEE?
SAVEMENT, EXISTING COMBINATION CONCRETE CURB AND CGUTTER, OR THE PROPOSED T A 50 1 EAXEfoNGT M‘:F::%ISGPS?SESTHEET
SAVEMENT SHALL BE INCLUDED IN THE COST OF PCC PAVEMENT. SECTN AR VOIDS: 0 55 GVRATION SUPERPAVE DESIGN ig DLE.LTAILS- SSTRANCE é.
PAVEMENT REMOVAL INCLUDES THE REMOVAL AND DISPOSAL OF EXISTING PAVEMENT AND EAGIQXST%OCN%F;?(%ESN’ BITUMINOUS AGGREGATE MIXTURE, SUPERPAVE 50 DETAILS: BUTT JOINTS, TEMPORARY
SUBBASE AS NECESSARY TO CONSTRUCT 92" OF PCC PAVEMENT AND 4" OF SUB-BASE GRANULAR FRICTION AGGREGATE: NONE \ BITUMINOUS CONCRETE TRANSITIONS

MATERIAL. , | 21-29 CROSS SECTIONS
ANY DAMAGE TO THE PROPOSED CURB AND GUTTER CAUSED BY THE PLACEMENT OF ADJACENT
PAVEMENT SHAL BE REPAIRED AT THE CONTRACTOR’S EXPENSE.

ALL EXISTING PAVEMENT MARKING SHALL BE LOCATED AND RECORDED PRIOR TO PLACING
BITUMINOUS OVERLAY AND SHALL BE REPLACED ACCORDINGLY. THE DISTRICT BUREAU OF
OPERATIONS SHALL BE NOTIFIED AT LEAST 10 DAYS PRICR TO PLACEMENT OF THE FINAL
PAVEMENT MARKINGS. THE BUREAU OF OPERATION WILL THEN DETERMINE THE ACTUAL

LIMITS TO BE STRIPED AS “NO PASSING" ZONES. o | | | | | | | _5T AND ARDS_

FORMS FOR COMBINATION CONCRETE CURB AND GUTTER SHALL BE OF METAL ONLY, EXCEPT

THAT WOOD FORMS MAY BE USED ON SHORT RADIUS CURVES. . 000001-04
' 280001-02
AT ALL LOCATIONS WHERE THE PROPOSED BITUMINOUS OR CONCRETE PAVEMENT JOINS AN | 420001-05

EXISTING BITUMINOUS OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL BE

CONSTRUCTED. THE COST OF THIS JOINT WILL BE INCLUDED IN THE COST OF THE TYPE | 420101-02
OF PAVEMENT BEING CONSTRUCTED. 606001-02

| | 630301-02
THE QUANTITY SHOWN FOR MIXTURE OF CRACKS, JOINTS, AND FLANGEWAYS IS AN ESTIMATE. 635006-02

THE EXISTING SEPTIC TANK ON THE SOUTHEAST CORNER OF PARCEL NO. 365 SHALL BE 701006-0l

THE ACTUAL AMOUNT USED WILL BE DETERMINED BY THE ENGINEER. | PAVE__M_ENT C—QRE iAMP‘ ! :: ( F Ai Ei 52 ) 666001

CAPPED OFF AND LEFT IN PLACE. THIS WORK WILL BE INCLUDED IN BUILDING REMOVAL NO. 2. | | | 701201-01
: / ' ' STATION OFFSET LT/RT|  BITUMINOUS PCC | 701301-01
#Hé'SSTBOTD lé?CNBLP%CSKT OUT WILL BE PROVIDED IN THE STOP SIGN ISLAND TO ACCOMODATE o7 otpTti (NGHES) | DEPTH (NCHES) . | o131l 02
) | 64+60 6 LT 5 1/2 - | 101306
REMOVAL OF THE EXISTING RIGHT-OF-WAY MARKERS WILL BE INCLUDED IN THE COST OF 64+60 6 RT 8 702001-03
EARTH EXCAVATION 65+00 6 LT 4 172
' 65+00 6 RT 4 720001
RECLAIMED ASPHALT PAVEMENT (RAP) WILL NOT BE ALLOWED FOR USE AS AGGREGATE IN 73450 , 6 LT T | - 720006
AGOREGATE SHOULDERS, TYPE B. | | 780001-01
" | | 805001
UNLESS OTHERWISE DIRECTED BY THE ENGINEER, BITUMINOUS RESURFACING SHALL BE | 213001-01
PLACED IN A SEQUENCE THAT WILL MINIMIZE THE TIME THE CENTERLINE EDGE IS EXPOSED | - o001 Prepared By:
10 TRAFFIC. WHEN AT THE END OF A DAY'S OPERATION THE EXPOSED CENTERLINE EDGE | 2 iy
IS GREATER THAN 2,000 FEET, THE CONTRACTOR SHALL BE REQUIRED TO PAVE IN THE - ~ | * BLR 21-6 . DIFTRICT/STUDI l@
ADJACENT LANE ON THE FOLLOWING WORK DAY.  PRIOR T0 WINTER SHUTDOWN, RESURFACING ‘ | Examined By: Z; . |
ON ADJACENT LANES IS TO BE BROUGHT UP TO THE SAME ELEVATION. » | amd /ﬂ OUWISW T
| Examined "
Examined

SUE TO THE DETECTION OF TWO MAGNETIC ANOMOLIES AT A DEPTH OF © FEETIN THE | 2=

NORTHEAST QUADRANT OF THE INTERSECTION, NO WORK SHALL BE AT OR BELOW | | o ~ / | | Examined By: |

LTS POINT IN THE SOIL. THE WEST ANOMOLY IS LOCATED 47" EAST OF OLD US 51 AND | ‘ | Z%%&fgm =

28" NORTHWEST OF MOUNDS ROAD. THE SOUTH ANOMOLY IS LOCATED 35 NORTHWEST i & ‘,

OF MOUNDS ROAD AND 56’ EAST OF OLD US 51 | - 22
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